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The “Gun Slinger” is a pump-down tool that is used to convey wireline 
perforating guns in to horizontal or highly deviated wells. As pump 
pressure is applied from surface, wellbore fluid acts against the pump-
down element pushing the BHA. Small ports behind the pump-down 
element allow fluid to bypass through the bottom of the gunslinger 
jetting/washing any debris that lay in the path of the BHA.  The small 
ports also act as a fluid bypass when the BHA is correlated in to position 
or back to surface in the event of a misfire. Once the BHA is correlated in 
to position, the perforating guns are detonated. Percussion plus gun gas 
pressure force the inner mandrel downward, exposing additional larger 
ports, which allows the BHA to be pulled out of the well at a rapid speed.

a	Safe, economical, simple and 
reliable

a	Optimize horizontal gun 
pumping efficiency and speed 

a	Reusable and easy to redress

a	Minimize the amount of fluid 
needed to pump guns down 
to depth 

a	Adapts to top sub 
connections 

a	After guns are pumped to 
depth and fired, ports open 
to allow optimal fluid bypass 
before pulling out of hole 

FEaturesFEatures

Innovation RevealedInnovation Revealed

“Gun Slinger”
      Pump Down Gun Sub

*STandard O.D.
inch (mm)

Top Connection
inch (mm)

3.375 (85.7) 2-3/8 - 6 PITCH ACME BOX (60.3)

4.000 (101.6)

2-3/4 - 6 PITCH ACME (69.9)4.900 (124.5)

6.400 (162.6)

* Custom O.D.’s available upon request 

Pumpdown Sub in Run Position

Pumpdown Sub in Stroked Position




